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DIAMOND PLATE KICK PLATE

NOTE: DIAMOND PLATE CORNER

CORRIDOR PANEL ) | GUARD

AT EXPOSED CORNERS ONLY

FIELD LOCATE
PER CUSTOMERS
REQUEST

FASTENER
12°0C.

IF RIGID-RIB PANEL O.C.
MEASUREMENTS MAY BE
DIFFERENT

DIAMOND PLATE CORNER GUARD

NOTE: DIAMOND PLATE CHAMFERED

CORRIDOR PANEL
OR

GUARD AT EXPOSED CORNERS ONLY

MIN. 2" GAP
BOTH SIDES OF DOOR JAMB
>
< >

DIAMOND PLATE CHAMFERED

CONNECTION DETAIL

CONNECTION DETAIL

CORNER GUARD CONNECTION DETAIL

DOOR JAMB

FIELD LOCATE
PER CUSTOMERS
REQUEST

CORRIDOR SINGLE JAMB GUARD

DOOR PANEL

DOOR PANEL

BOTH SIDES
OF JAMB DOUBLE JAMB GUARD
FIELD LOCATE
PER CUSTOMERS
REQUEST

CORRIDOR DOUBLE JAMB GUARD

CONNECTION DETAIL

CONNECTION DETAIL

DIAMOND PLATE OPTIONS

(WALL CONSTRUCTION MAY VARY)

FLUSH CEILING ASSEMBLY

NOTE: FLUSH CEILING POSITIONED ON TOP OF TRACHTE FIXED HEIGHT

(TOP TRIM

FLUSH PANEL

CORRIDOR SYSTEM IS SHOWN.

FLUSH CEILING CAN MOUNT IN BETWEEN CORRIDOR
SYSTEM IF DESIRED. INSTALLATION REQUIRES FASTENING
OF A CEILING ANGLE ON TO THE FACE OF THE CORRIDOR

TYPICAL CORRIDOR FLUSH
CEILING PANEL OPTION DETAIL

(WALL CONSTRUCTION MAY VARY)
(Hallway ceiling installation may affect sprinkler installation/coverage)

2ROWS OF BURGLAR BARS PROVIDED TO FILL
GAP ABOVE CORRIDOR, WITH GAPS NOT 1O
EXCEED 7", GAPS SMALLER THAN 7* DONOT NEED.
BURGLAR BARS.

MOUNTING
BRIGHT WHITE STUDIANGLE
BURGLARBAR \
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i[ HEADER
JAMB.

BURGLAR BAR SPACING
OVER CORRIDOR AND DOOR HEADER ONLY|

MOUNTING STUDIANGLE DEFINED BY GUSTOMER

2ROWS OF BURGLAR BARS PROVIDED TO FILL
‘GAP ABOVE PARTITION PANEL (BY OTHERS).
WITH GAPS NOT TO EXCEED 7. GAPS SMALLER
THAN 7 DO NOT NEED BURGLAR BARS.
MOUNTING

GALVALUME STUD/ANGLE
BURGLAR BAR \
T
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PARTITION PANEL

BURGLAR BAR SPACING
OVER PARTITION PANEL ONLY

MOUNTING STUDIANGLE DEFINED BY GUSTOMER

BURGLAR BAR OPTIONS

(WALL CONSTRUCTION MAY VARY)

CEILING PANEL

SOFFIT
SUPPORT
ASSEMBLY
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- FIELD LOCATE CEILING PANEL

—\

DISTANCE FROM FLOOR
\

SOFFIT
SUPPORT
ASSEMBLY

SOFFIT CEILING ASSEMBLY WITH
OPENING FOR LIGHT

NOTE: LIGHTING TO BE INSTALLED TO
MANUFACTURES SPECIFICATIONS

NOTE: SOFFIT SYSTEM POSITIONED IN BETWEEN TRACHTE FIXED HEIGHT
CORRIDOR SYSTEM IS SHOWN.
\ SOFFIT SYSTEM CAN MOUNT ON TOP OF CORRIDOR

SYSTEM IF DESIRED. INSTALLATION IS SIMILAR. EXTEND

TELESCOPING SUPPORTS TO SIT ON TOP INSTEAD OF
IN BETWEEN AND FASTEN THROUGH THE SUPPORT
WEB INTO THE TOP TRIM.

TYPICAL CORRIDOR SOFFIT
CEILING PANEL OPTION DETAIL

(WALL CONSTRUCTION MAY VARY)
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